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SPECIFICATIONS

MODEL CODE F3C4F F4C4F F6C4F F4CEF K7C6F K7CEF K9AEF KO9KEF MSAEF M9CVF P9CVF
Model (Type) D1146TI D1146TI D1146TI DE12TIS DE12TI DE12TIS DE12TIS DE12TIS DE12TIS DV15TIS DV15TIS
Power/Torque (ps/kg.m) 215/82 215/82 215/82 320/135 340/135 340/ 145 340/145 340/ 145 340/145 420/170 420/170
Emission level EURO I EURO I EURO I EUROT EURO I EURO I EURO I EUROT EURO I EUROT EUROT
Max Speed (km/h) 109 109 109 99 99 99 108 108 101 110 20 ’
Gradeability (%) 26 26 26 65.6 36.7 36.9 34.7 34.7 64 64 ! 426
Min. Turning Radius (m) yAh 8 10 85 9.1 9.1 11.4 114 7.5 11.8 e 11-9_ ‘

T9S6 T9S6 T9S6 T10S6 T10S6 T15S6 T15S6 T15S6  ZF16S1820TO ZF16S1820TO ZF16S1820TO

pitel (Type) (F6IR1)  (F6/R1)  (F6R1)  (F&R1)  (F6R1)  (F6R1)  (F&R1)  (F&/R1)  (F16/R2)  (F16/R2)  (F16/R2)

Length x Width x Height ~ 7,470x2,490x3,080 8,115X2,490X2,915 9,770X2,490X3,080 8,170X2,490X3,080 ,995X2,490X3,080 9,995X2,490X3,080 11,625X2,495X2,990 12,025X2,495X2,9%0 10,280X2490X2,970 12,585X2,490X3,100 el
Wheel Base (mm) 4,030 4,650 5,700 4,650 5,800 5,800 7,000 7,000 6,250 7000 " fat ot
Curb Weight 6,870 7,170 it 7170 9,570 9,570 8,965 8,995 10,870 12,870 13670
Permissible G.V.W (kg) 18,000 18000 ooig000 18000 29,500 29,500 29,500 29,500 36,000 36,000 45,400
LHD&RHD  LHD LHD  LHD&RHD LHD&RHD LHD&RHD LHD&RHD LHD&RHD  LHD LHD LHD
FRT/RR:
12R225-  12R225-  12R225-  12R225-  12R225-  12R225-  12R225-  12R225-  12R225-  12R225-  12R225.16PR
16PR 16PR 16PR 16PR 16PR 16PR 16PR 16PR 16PR 16PR M.
385/65R22.5-18
200 200 200 200 400 400 400 400 400 400 400

OPTION ITEMS

Safety & ABS/ASR, Gradual parking brake, Auto Load Sensing Valve, Air horn, Speed limiter, Buzzer back alarm, Side & Rear protector, Auto greaser, Electrical tachograph, Auto slack
Function adjuster, Noise package, Region Tropical

Convenience Driver seat with air suspension & arm rest, Cab with air suspension & hydraulic latch, Digital alarm clock, Decal side graphic, Heating bed, Window 1 touch power operated, Electric

& Deluxe lock door, Electrical cab tilting system, Wood grain, Air conditioner, Radio cassette 1way, Floor trim - carpet with carpet heel mat, Rubber heel mat
« All vehicles are equipped Full Air Brake system + Dimension & Weight are approximate;
« Asterisk(*) means applicable to Hub-Reduction « Permissible weight includes upper body weight TATA DAEM)O

+ Above specifications are based on export condition and subject to change without prior notice.
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SPECIFICATIONS

CONTENTS 4X2 6X4
MODEL CODE M2S6F* M2T6F M2SEF* M2TEF M2SVF* V3T6F V3T8F* V3TVF*
Model (Type) DE12TI DE12TI DE12TIS | DE12TIS | DVI15TIS DE12TI DV15T DV15TIS
Engine Power/Torque (ps/kg.m) | 340/135 | 340/135 | 340/145 | 340/145 | 420/170 | 340/135 | 370/145 | 420/170
Emission level EURO 1 EURO 1 EURO 2 EURO 2 EURO 2 EURO 1 EURO 1 EURO 2
Max Speed (km/h) 95 95 109 109 87 95 109 110 (*87)
Performance | Gradeability (%) 31.6 31.6 29.4 29.4 40.1 31.6 29.4 33.6 (*26)
Min. Turning Radius (m) 6.5 6.1 6.5 6.1 6.5 6.8 6.8 6.8
T14S10 T14S10 T14S10 T14S10 | ZF16S151 | T14sS10 T14S10 |ZF16S1820TO

Transmission | Model (Range
(Range) (F10/R2) (F10/R2) (F10/R2) (F10/R2) (F16/R2) (F10/R2) (F10/R2) (F16/R2)

Lengtthidttheight 6,190X2,495X2,905 | 6,010X2,490X2,910 | 6,190X2,490X2,910 | 6,010X2,490X2,910 | 6,190X2,490X2,910 | 6,835X2,495X2,900 | 6,840X2,490X2,910 | 6,925X2,495X2,915

Dimensions |\, cel Base (mm) 3,700 3,460 3,700 3,460 3,700 4,480 4,480 4,540
Weidhts Curb Weight 7,010 7,010 6,770 6,770 7,051 8,600 8,750 8,910 (*9,093)
J Permissible G.V.W (kg) 40,000 40,000 40,000 40,000 60,000 55,000 55,000 55,000
Handle Position LHD LHD&RHD | LHD&RHD LHD LHD LHD&RHD LHD LHD&RHD
Tire 12R22.5- 12R22.5- 12R22.5- 12R22.5- 12R22.5- 12R22.5- 12R22.5- 12R22.5-
16PR 16PR 16PR 16PR 16PR 16PR 16PR 16PR
Fuel Tank Capacity (£) 400 400 400 400 400 400 400 400
OPTION ITEMS
Safety & ABS/ASR, Gradual parking brake, Auto Load Sensing Valve, Air horn, Speed limiter, Buzzer back alarm, Side & Rear protector, Auto
Function greaser, Electrical tachograph, Auto slack adjuster, Noise package, Region Tropical, S/Pack-Nike Look

Driver seat with air suspension & arm rest, Cab with air suspension & hydraulic latch, Digital alarm clock, 12v Converter, Decal side

e graphic, Large room lamp & mood lamp, Heating bed, Window 1 touch power operated, Electric lock door, Electrical cab tilting system,

Delux Y g : . :

& Deluxe Wood grain, Air conditioner, Radio cassette 1way, F/trim — carpet with carpet heel mat, rubber heel mat
» All vehicles are equipped Full Air Brake system « Dimension & Weight are approximate;
« Asterisk(*) means applicable to Hub-Reduction « Permissible weight includes upper body weight

« Above specifications are based on export condition and subject to change without prior notice.
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SPECIFICATIONS

DRIVING TYPE 4x2 6x4 Durmp Chassis only 8x4
MODEL CODE F3Ds6F KAD6F KeD6F* K6D8F* KA4DEF K6DVF* K6E6F* N7DVF*
Model (Type) DE12T DE12T! DE12TI DV15T DE12TIS DV15TIS DE12T] DV15TIS
Engine Power/Torque (pskg.m) 340/135 3401135 340/135 370/ 145 3407145 420/170 340/135 4201170
Emission level EURO EURO EURO I EURO 1 EURO 1 EURO 1 EURO EURO 1
Max Speed (km/h) 99 90 90 /94 97 06 o7 90 116
Performance Gradeability (%) 65.6 36.1 36.1/40 1 39.4 455 62.4 36.1 45
Min. Turning Radius (m) 71 75 75185 85 7.5 85 7.5 11
o 71096 T10S6 T14810 T14810 T1556 ZF16S151TO 714510 ZF16S151TO
Transmission = Model (Type) (F6IR1) (F6IR1) (F10/R2) (F10/R2) (FBR1) (F16/R2) (F10/R2) (F16/R2)
Length % Width x Height 6,800x2,490x3,020 7,700x2,490x3,145  8,470x2,490x2,930 8470x2,490%2.930 7,705:2,490x3,060 8,890x2,600x3,280 9470x2,490x2,925 8960x2,490x3,075
Dimensions Wheel Base (mm) 4,030 4,580 5,650 5,650 4,580 5,650 5,650 5,890
Deck Volume (m?) 5.4 10 15 16 10 16 = 16
el Curb Weight 8,530 11,020 8,210 13910 11,170 13,195 8,210 13,670
d Permissible G.V.W (kg) 18,000 29,500 38,000 38,000 29,500 38,000 40,000 41,000
Driving Position LHD LHD & RHD LHD LHD LHD & RHD LHD LHD LHD
. 11.00-20- 11.00-20- 12.00R24- 12.00-24- 11.00-20- 12.00R24- 12.00R24-  385/65R225-18PR
Standard Tire 16PR 16PR 18PR 18PR 16PR 18PR 18PR 12R22.5-16PR
Fuel Tank Capacity (¢) 200 400 400 400 400 400 400 400
OPTION ITEMS
Safety & ABS/ASR, Gradual parking brake, Auto Load Sensing Valve, Air horn, Speed limiter, Buzzer back alarm, Side & Rear protector, Auto greaser, Electrical tachograph, Auto slack
Function adjuster, Noise package, Region Tropical

Convenience Driver seat with air suspension & arm rest, Cab with air suspension & hydraulic latch, Digital alarm clock, Decal side graphic, Heating bed, Window 1 touch power operated, Electric

& Deluxe lock door, Electrical cab tilting system, Wood grain, Air conditioner, Radic cassette 1way, Floor trim - carpet with carpet heel mat, Rubber heel mat
» All vehicles are equipped Full Air Brake system + Dimension & Weight are approximale;
» Asterisk(") means applicable to Hub-Reduction + Permissible weight includes upper body weight TATA mm

- Above specifications are based on export condition and subject to change without prior notice.
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SPECIFICATIONS

DRIVING TYPE
MODEL CODE

Engine

Performance

Transmission

Dimensions

Weights

Driving Position

Standard Tire

Model (Type)
Power/Torque (pskg.m)
Emission level

Max Speed (kmh)
Gradeability (%)

Min. Turning Radius (m)
Mixing capacity (m’)

Model (Type)

Length x Width x Height
Wheel Base (mm)

Curb Weight
Permissible G.V.W (kg)

Fuel Tank Capacity (¢)

OPTION ITEMS

Safety &
Function

Convenience
& Deluxe

» All vehicles are equipped Full Air Brake system
» Asterisk(") means applicable to Hub-Reduction
» Dimension & Weight are approximate;

K4M6F

DE12TI
3407135
EURO I

95
49.4
7.5
7

T14310
(F10/R2)

§,335X2,490X3,770
4 580

12,200
29,500

LHD

11.00-20-16PR

300

KAM7F

DV15T
340171132
EUROI

95
39.8
7.5
7

K1406Q
(F6/R1)

8,275%2,490X3, 720
4 580

11,370
29,500

LHD

11.00-20-16PR

300

6X4

K4MVF (7m®)

DV15TIS
390/160
EURO I

T1656
(F&/R1)

§,275X2,490%3,720
4,580

11,340
29,500

LHD & RHD

11.00-20-16PR

300

K4MVF(8m®)

DV1ETIZ
390/160
EURCT

95
39.8
7.5
8

T1636
(FB/R1)

8,790%2,490%3,870
4 580

11,340
32,500

LHD & RHD

11.00-20-16PR

300

ABS/ASR, Gradual parking brake, Auto Load Sensing Valve, Air horn, Speed limiter, Buzzer back alarm, Side & Rear protector, Auto greaser, Electrical tachograph, Auto slack

adjuster, Noise package, Region Tropical

Driver seat with air suspension & arm rest, Cab with air suspension & hydraulic latch, Digital alarm clock, Decal side graphic, Heating bed, Window 1 touch power operated, Electric
lock door, Electrical cab tilting system, Wood grain, Air conditioner, Radio cassette 1way, Floor trim - carpet with carpet heel mat, Rubber heel mat

+ Permissible weight includes upper body weight
+ 8xd Mixer (CBU & Cab Chassis for Mixing Capacity (9m’ or 10m”) are under development.
» Model K4MGF is equipped with Auxiliary engine

+ Above spedifications are based on export condition and subjedt to change without prior notice.
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